EXIT SIGN / EMERGENCY LIGHTING
N.J.A.C. 5.70-3, 604.3.1.1

BUSINESS NAME: ________________________________
BUSINESS ADDRESS: ____________________________________________

 TYPE
E - Exit Sign
EL - Exit Sign w/Emergency Lights
L - Emergency Light

DATE & INITIALS OF TESTING PERSON

<table>
<thead>
<tr>
<th>No.</th>
<th>Type*</th>
<th>Location</th>
<th>Panel / cir #</th>
<th>Jan</th>
<th>Feb</th>
<th>Mar</th>
<th>Apr</th>
<th>May</th>
<th>June</th>
<th>July</th>
<th>Aug</th>
<th>Sept</th>
<th>Oct</th>
<th>Nov</th>
<th>Dec</th>
<th>Annual Test</th>
<th>Comments</th>
</tr>
</thead>
</table>

Panel locations: ________________________________  ________________________________  ________________________________

Panel locations:  ________________________________  ________________________________  ________________________________

All Exit Signs / Emergency Lighting units must be identified with a number.

Required emergency lighting systems, including exit signs, shall be tested for proper operation for a minimum of 30 seconds every month. An annual test shall be conducted for at least 1 hour. Equipment shall function properly for the duration of these tests. A written record of tests and maintenance shall be kept on the premises. A copy shall be provided to the fire official upon request.