
AASHTO Accredited 

21 Randolph Avenue *Avenel, NJ 07001* Tel: 732-815-0400 * Fax: 732-815-0422 

October 16,2023 

Mr. Akshay Joshi c/o Menlo Engineering Associates 

261 Cleveland Avenue 

Highland Park, NJ 08904 

Attention: Mr. Akshay Joshi 

Reference: 295 Cedar Grave Lane 

Franklin, New Jersey 

Subject: Soil Profile Pits and Soil Permeability Testing  

Dear Mr. Joshi: 

Per the request of Mr. Akshay Joshi c/o Menlo Engineering Associates and his authorization 

of our proposal dated June 16th, 2023, Atlantic Engineering Laboratories, LLC (AEL) has completed 

a subsurface exploration program and soil permeability testing. The study was undertaken to provide 

subsurface information relating to the construction of a 14 single family home subdivision. The 

subsurface exploration and soil permeability testing was conducted on September 6th, September 7th 

and September 8th, 2023.   

A total of twenty one (21) test pits were drilled at the locations shown on the attached plan. 

The test pits were excavated by Environmental Technical Drilling (ETD) of Farmingdale, New 

Jersey using a Ford 555-C backhoe. The borings were drilled to depths ranging from about six (6) to 

eleven (11) feet beneath existing surface grades.

 An AEL field engineer classified the soils encountered and documented the findings on 

written Soil Profile Pit logs. Groundwater Elevations (if encountered) and Estimated Seasonal High 

Water Levels (if encountered) were also documented on the logs. 

A generalized subsurface soil profile is as follows: 

Natural sandy soils material generally consisting of fine to coarse sands with varying amounts 

of silt and scattered rock fragments were encountered in each test pit performed for this study. 

Soil permeability tests were also conducted in each profile pit as outlined in the table below. 

All testing was performed in accordance with Chapter 12 of the NJBMP Manual using the 

percolation test method. 
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Figure 2 

 

SITE PLAN/LOCATION OF EXPLORATORY TEST PITS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



   

 

 

 

 
 
 
 
 
 
 

 

21 Randolph Ave. – Avenel, NJ 07001 
Phone (732) 815-0400 

Fax (732) 815-0422 
 

 
SOIL BORING 
 Location Plan 

 

V Denotes Approx. Test Pit  

Locations  
 

 
 

Project Title 
295 CEDAR GRAVE 

FRANKLIN, NEW JERSEY 

  
Soil Boring Location Plan: 

SOMERSET COUNTY, NEW JERSEY 
BORING LOCATIONS 

 
 
 

 

 

V B-1:  

1.37”/hr @ 6’      

 

V B-2: 

.75”/hr @ 6’      

 

V B-11: 

1.5”/hr @ 6’      

 

V B-12: NA      

 

V B-13: 

1”/hr @ 6’      

 

V B-14:  

1.25”/hr @ 6’     

 

V B-15: 

1.5”/hr @ 6’      

 

V B-16: 

1.25”/hr @ 6’      

 

V B-17: 

1”/hr @ 6’      

 

V B-7: 

1”/hr @ 7’     

 

V B-6: 

1.25”/hr @6.75’      

 

V B-5:  

.88”/hr @ 8’      

 

V B-3: 

1.25”/hr @ 6’      

 

V B-4: 

1.5”/hr @ 6’      

 

V B-8: .5”/hr @ 11’       

 

V B-9: .5”/hr @ 11’      

 

V B-10: .5”/hr @ 11’      

 

V B-18: 2.5”/hr @ 10’      

 V B-19: 2.25”/hr @10’       

 

V B-20: 2.5”/hr @ 10’     

 

V B-21: 3”/hr @ 10’      
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APPENDIX A 

 

FIELD EXPLORATION 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)

0

1

2

3

4

5

6

7

8

9
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11

12

GRAPHIC

B
U

L
K MATERIAL DESCRIPTION

  U
.S

.C
.S

.
D

E
S

IG
N

A
T

IO
N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-1

23-08-0585

C.Patel

09/07/2023

Ground Surface

7.5YR 4/3  
3" brown Top Soil

7.5YR 4/3      
Brown fine to coarse SAND, little Silt, trace to little 
weathered Rock (Moist) 

7.5YR 4/4      
Brown fine to coarse SAND, little Silt, some weathered 
Rock (Moist) 

Test pit Terminated @ 6'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 6' was 1.37 

inches per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)
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B
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L
K MATERIAL DESCRIPTION

  U
.S

.C
.S

.
D

E
S
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N

A
T
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-2

23-08-0585

C.Patel

09/08/2023

Ground Surface

5YR 3/3      
4" Dark Reddish Brown Top Soil 

5YR 4/4      
Reddish Brown fine to coarse SAND, trace Silt, trace fine 
to coarse Gravel, little weathered Rock (Moist)

5YR 5/5      
Yellowish Brown fine to coarse SAND, little to some Silt, 
some weathered Rock (Moist) 

Test pit Terminated @ 6' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 6' was .75 

inches per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)

0
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2

3

4
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11
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GRAPHIC

B
U

L
K MATERIAL DESCRIPTION

  U
.S

.C
.S

.
D

E
S

IG
N

A
T

IO
N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-3

23-08-0585

C.Patel

09/08/2023

Ground Surface

5YR 5/8      
5" Reddish Tan Top Soil 

5YR 4/3      
Reddish Brown fine to coarse SAND, little Silt, trace to little
weathered Rock (Moist) 

5YR 5/6      
Yellowish Brown fine to coarse SAND, little Silt, some 
weathered Shale (Moist) 

Test Pit Terminated @ 6' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 6' was 1.25 

inches per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)

0

1

2

3

4

5

6

7

8
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11

12

GRAPHIC

B
U

L
K MATERIAL DESCRIPTION

  U
.S

.C
.S

.
D

E
S

IG
N

A
T

IO
N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-4

23-08-0585

C.Patel

09/08/2023

Ground Surface

7.5 YR 5/4      
3"  Brown Top Soil

7.5YR 5/4      
Brown fine to coarse SAND, little Silt, little fine to coarse 
Gravel (Moist) 

5YR 4/4      
Reddish Brown fine to coarse SAND, littl Silt, some 
weathered Rock (Moist) 

Test Pit Terminated @ 6'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 6' was 1.5 
inches per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)

0
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B
U

L
K MATERIAL DESCRIPTION

  U
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.S

.
D

E
S
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N

A
T
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-5

23-08-0585

C.Patel

09/08/2023

Ground Surface

7.5YR 5/4    4"
Brown Top Soil

5YR 5/6      
Yellowsh Brown fine to coarse SAND, some Silt, trace 
weathered and Fractured Shale (Moist) 

5YR 4/4      
Reddish Brown fine to coarse SAND, little to some Silt, 
trace weathered Rock (Moist) 

Test Pit Terminated @ 7' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 7' was .88 

inches per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)

0
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GRAPHIC

B
U

L
K MATERIAL DESCRIPTION

  U
.S

.C
.S

.
D

E
S
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N

A
T

IO
N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-6

23-08-0585

C.Patel

09/08/2023

Ground Surface

7.5YR 5/3  
5" Brown Top Soil 

5YR 5/6      
Reddish Brown fine to coarse SAND, little Silt, little 
weathered Rock (Moist)

5YR 4/4      
Reddish Brown fine to coarse SAND, little Silt, some 
weathered Rock (Moist) 

Test Pit Terminated @ 6' 5"

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 6' 5" was 
1.25 inches per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)
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B
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L
K MATERIAL DESCRIPTION

  U
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.
D

E
S
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N

A
T

IO
N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-7

23-08-0585

C.Patel

09/07/2023

Ground Surface

7.5 YR 4/3    4"
Brown Top Soil 

7.5YR 4/4      
Brown fine to coarse SAND, little Silt, trace weathered 
Rock (Moist) 

7.5YR 4/4      
Brown fine to coarse SAND, little Silt, some weathered 
Rock (Slightly Moist) 

Test Pit Terminated @ 6'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 6' was 1 inch 
per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
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L
K MATERIAL DESCRIPTION

  U
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.C
.S

.
D

E
S
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N

A
T
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-8

23-08-0585

C.Patel

09/06/2023

Ground Surface

10YR 5/6      
3" Yellowish Brown Top Soil 

7.5YR 4/4      
Brown fine to coarse SAND, some Silt, trace weathered 
Rock (Dry)

2.5YR 4/4      
Reddish Brown fine to coarse SAND, little Silt, some 
weathered and fractured Rock (Moist) 

Test Pit Terminated @ 10'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 10' was .5 inch 

per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
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K MATERIAL DESCRIPTION

  U
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.S

.
D

E
S
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N

A
T
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-9

23-08-0585

C.Patel

09/06/2023

Ground Surface

7.5YR 4/3  
6" Brown Top Soil

7.5YR 5/6      
Brown fine to coarse SAND, little to some Silt, trace 
weathered Rock (Moist) 

2.5YR 4/4      
Reddish Brown fine to coarse SAND, some Silt, some 
weathered and fractured Shale (Moist) 

Test Pit Terminated @ 10' 5"

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 10' 5" 

was .50 inch per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS

DEPTH
(ft)
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  U
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.
D

E
S
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N

A
T
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-10

23-08-0585

C.Patel

09/06/2023

Ground Surface

7.5YR 4/3  
5" Brown Top Soil

2.5YR 4/4      
Reddish Brown fine to coarse SAND, some Silt, trace fine 
to coarse Gravel (Moist) 

10YR 5/6      
Yellowish Brown fine to coarse SAND, some Silt, trace 
weathered and fractured Shale (Moist) 

7.5YR 3/4      
Dark Brown fine to coarse SAND, some Silt, some 
weatheres and fractured Shale (Moist) 

Test Pit Terminated @ 11' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 11' was .5 inch 

per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS
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D

E
S
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N

A
T
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-11

23-08-0585

C.Patel

09/07/2023

Ground Surface

7.5YR 5/6  
4" Brown Top Soil 

7.5YR 5/8      
Brown fine to coarse SAND, little Silt, little weathered Rock 
(Moist) 

7.5YR 4/4      
Brown fine to coarse SAND, little Silt, some weathered 
Rock (Moist) 

Test Pit Terminated @ 6' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 6' was 1.5 inches 

per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001

SOIL SYMBOLS
AND SAMPLERS
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L
K MATERIAL DESCRIPTION

  U
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.S

.
D

E
S
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N

A
T
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-12

23-08-0585

C.Patel

09/07/2023

Ground Surface

7.5YR 5/6  
5" Brown Top Soil

7.5YR 4/4      
Brown fine to coarse SAND, little Silt, some weathered 
Rock (Moist) 

Test Pit Terminated @ 6'

Groundwater Not 
Encountered

ESHWL Not Observed



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE

SHEET 1 of 1

Atlantic Engineering Laboratories, LLC
21 Randolph Avenue TEST PIT LOG
Avenel, NJ 07001
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  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-13

23-08-0585

C.Patel

09/08/2023

Ground Surface

7.5YR 3/4      
5" Dark Brown Top Soil

5YR 5/6      
Yellowish Brown fine to coarse SAND, little Silt, little 
weathered Shale (Moist)

5YR 4/4      
Reddish Brown fine to coarse SAND, little silt, some 
weathered and fractured Rock (Moist) 

Test Pit Terminated @ 6'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 6' was 1 inch 

per hour
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LOCATION
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DEPTH TO - Water: When checked: Caving:
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PROJECT NO.

GROUND ELEV.
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N

  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-14

23-08-0585

C.Patel

09/08/2023

Ground Surface

7.5YR 3/4      
4" Dark Brown Top Soil

10YR 5/6      
Yellowish Brown fine to coarse SAND, little Silt, trace fine 
to coarse Gravel (Moist) 

5YR 4/4      
Reddish Brown fine to coarse SAND, little Silt, little to 
some weathered Rock (Moist) 

Test Pit Terminated @ 6' 5"

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 6' 5" was 
1.25 inches per hour



PROJECT

CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER

DATE
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Atlantic Engineering Laboratories, LLC
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Avenel, NJ 07001
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  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-15

23-08-0585

C.Patel

09/08/2023

Ground Surface

7.5YR 3/4        4"
Dark brown Top Soil

5YR 4/4      
Reddish Brown fine to coarse SAND, little Silt, some 
weathered Rock (Dry)

Test Pit Terminated @ 6' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 6' was 1.50 inches 

per hour
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CLIENT

LOCATION

EXCAVATION METHOD

DEPTH TO - Water: When checked: Caving:

TEST PIT NO.

PROJECT NO.

GROUND ELEV.

ENGINEER
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  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-16

23-08-0585

C.Patel

09/08/2023

Ground Surface

7.5YR 3/4      
4" Dark Brown Top Soil

5YR 4/4      
Reddish Brown fine to coarse SAND, some Silt, trace 
weathered Rock (Dry)

5YR 4/4      
Reddish brown fine to coarse SAND, trace to little Silt, 
some weathered Rock (Dry) 

Test Pit Terminated @ 6'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 6' was 1.25 

inches per hour
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295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-17

23-08-0585

C.Patel

09/08/2023

Ground Surface

5YR 5/6      
3" Yellowish Brown Top Soil

5YR 4/4      
Reddish Brown fine to coarse SAND, trace Silt, some 
weathered Rock (Dry)

10YR 4/3      
Brown fine to coarse SAND, little Silt, some weathered 
Rock (Moist) 

Test Pit Terminated @ 6'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 6' was 1 inch

per hour
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295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-18

23-08-0585

C.Patel

09/06/2023

Ground Surface

5YR 5/3      
6" Reddish Brown Top Soil

5YR 5/4      
Reddish Brown fine to coarse SAND, little Silt, little 
weathered Rock (Moist)

5YR 3/4      
Dark Reddish Brown fine to coarse SAND, some 
weathered Rock (Moist) 

Test Pit Terminated @ 10'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 10' was 2.5 

inches per hour
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  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-19

23-08-0585

C.Patel

09/06/2023

Ground Surface

7.5YR 4/2  
4" Brown Top Soil

Fill
5YR 5/6      
Yellowish Brown fine to coarse SAND, little fine to medium 
Gravel, trace Organic (Moist)

2.5YR 4/4      
Reddish Brown fine to coarse SAND, trace to little Silt, little
weathered Rock (Moist) 

2.5YR 3/4      
Dark Reddish Brown SAND, little Silt, some weathered 
Rock (Moist) 

Test Pit Terminated @ 10' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 10' was 2.25 

inches per hour
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  Comments

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-20

23-08-0585

C.Patel

09/06/2023

Ground Surface

5YR 5/3      
5" Reddish Brown Top Soil

5YR 5/6      
Yellowish Brown fine to coarse SAND, little Silt, little to 
some weathered Rock (Moist) 

5YR 3/4      
Dark Reddish Brown fine to coarse SAND, some 
weathered and fractured Shale (Moist) 

Test pit Terminated @ 10' 

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at 
a depth of 10' was 2.5 

inches per hour
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295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane - Franklin

295 Cedar Grove Lane, Franklin, NJ

Ford 555-C

N/A N/A N/A

TP-21

23-08-0585

C.Patel

09/06/2023

Ground Surface

7.5YR 5/3  
6" Brown Top Soil

5YR 5/4      
Reddish Brown fine to coarse SAND, little Silt, little fine to 
coarse Gravel (Moist) 

2.5YR 3/4      
Dark Reddish Brown fine to coarse SAND, little Silt, some 
weathered Shale (Moist) 

Test Pit Terminated @ 9'

Groundwater Not 
Encountered

ESHWL Not Observed

The Infiltration Rate at a 
depth of 9' was 3 inches 

per hour
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